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Spesification

Engine
Displacement
Bore x Stroke
Compression
Valve System
Fuel System
Power
Torque
Front wheel
Rear wheel
Front Suspensiaon
Rear Suspension

4-Stroke inline 4
948 cc

73.4 x 56.0 mm
10.8:1

DOHC, 16 valve
Injection 36 mm x 4
109 PS/8,500 rpm
95.0 Nm/6,500 rpm
120/70-17 M/C 58W
180/55-17 M/C 73W
Inverted g41mm
Horizontal Back-link

Front Brake
Rear Brake
Lenght
Widht (Z900RS)
(Z900RS CAFE)
Height (Z90ORS)
(Z90ORS CAFE)
Wheelbase
seat Height (zaoors)
(Z900RS CAFE)
Weight

Fuel Capacity

Dual 8300 mm

Single @250 mm

2,100 mm
865 mm
845 mm
1,150 mm
1,120 mm
1,470 mm
800 mm
820 mm
215 kg

17 liter

ANG MUKA 2
100,000 7,302 102,500 19,475 | 13,334 | 10,396 | 8,707 | 7,560
105,000 7,117 105,000 19,235 | 13,165 | 10,266 | 8,509 | 7,468
110,000 6,932 110,000 18,725 10,006
115,000 6748 | | 115,000 18,225 9,746
120,000 5,563 120,000 17,724 9,486
125,000 5,378 125,000 17,224 9,227
130,000 130,000 8,067
135,00 8,707

Kawasaki

Rider Protection

Kawasaki |



